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CONTRACTOR AND SHALL BE
THE ENGINEER, REPLACEMENT

WiTH AR £ 109,04 OF THE STANDARD SPECIFIC
UNLESS A SEFARATE PAY ITEM HAS BEEN PROVIDED.

EXISTING LIDS ARE OPEN, THE FRAME WILL BE

TO THE ELEVATION OF £ MILLED PAVEMENT
RIOR TO THE MILLING ATION,  THE FRAME
BE REMOVED ANMD COVERED BY THE METAL PLATE.

CITY OF CHICAGG CASTINGS ARE THE PROPERTY OF THE
CITY AND THE CONTRAUTOR SHALL NOTIFY THE CITY FOR
REMOVAL AND DISPOSITION OF THE CASTINGS.

i ETAL PLATE USED 70 COVER THE STRUCTURE SHALL
REMAIN THE PROPERTY OF THE CONTRACTOR.

WHEN STRUCTURES ARE TG BE Al
THE LOWERING AND RAISING OF
NOT BE
COST OF TH

D OR RECOMSTRUX
£ FRAMES AND L1DS WILL
FOR SEPARATELY BUT WILL BE INCLUDED IN THE
CORRESPONDING PAY [TEM.

CONSTRUCTION PRCCEDURES
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1M
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RUCTURE,
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i CTURE DPENING WITH A 36 {300

D) B

OF 12 {300y OF THE PAVEMENT
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TING FRAME AND LID FROM THE STRUCTURE.

CIAMETER

U 1, 1403

: ENGINEER.

A} REMOVE THE HMMA SURFACE MIX AND CRUSHED

B} INSTALL THE FRAME AND LIDy ADJUSY THE FRAME
FINAL SURFACE ELEVATION,

C) THE SURRCUNDING SPACE SHALL BE FU
CONCRETE TO THE EVATION OF TH
BASE COURSE OR THE BINDER COURSE.

% UNLESS OTHERWISE SPECIFIED IN THE PLANS.

THE PROCEDURE EXPLAINED ABOVE

THE APPLICABLE PORTIONS OF S S 35
602, AND 803 OF THE STANDARD SPECIFICA

LEGEND

1) SUB-BASE GRANULAR
MATERIAL

(2) easTing paveMENT

) 36 (300) DIAMETER METAL PLATE

(4} PROPOSED CRUSHED STONE AND
HMA SURFACE MIX

(o

(B) EXISTING STRUCTURE

THE CONTRACTOR WILL BE
THE BURIED STRU
RIGHT GF THE CENT INE OF PAVE
THE CONTRACTOR WILL DELIVER THE RECORD TG THE ENGIMEER.

THIS WORK WILL BE PAID FOR AT
THE CONTRACT UNIT PRICE PER EACH FOR

NE..

o Irs

ED WITH CLASS PP-1%
FACE DF THE EXISTING

HALL CONFORM TO

3, 408,

TIONS.

() FRAME AND LID (SEE NOTES)
(7) CLASS PP-1# CONCRETE

L

o _

{8) PROPUSED HuA SURFACE COURSE

(S) PROPOSED A BINDER COURSE

REQUIKEL TO KEEF & RECORD OF THE LDCATIONS OF
RES AQCORDING TO THE STATION AND DISTANCE LEFT OR
NT. UPON COMPLETION OF THE WORK,

YFRAMES AND LIDS TO BE ADJUSTED, SPECIAL"
NEW FRAMES AND LIDS, WHEM SPECIFIED, wILL

BE PAID FOR SEPARATELY.

DETAILS FOR FRAMES AND LIDS ADJUSTMENT

WITH MILLING

ALL DIMENSIONS ARE IN INCHES (MILLIMETERS) UNLESS OTHERWISE SHOWN
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